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* Video camera 

For instant input of 2D or 3D images, or any 
view that can be captured by a video 
camera. It is an ideal tool for design 
experimentation, helping in the search for 
the most creative solutions. 




* Thermal or inkjet 
full-colour proofers 

Provide a fast economical 
way to proof Aesthedes 
designs. 



* Scanners 

Fast, high resolution input of flat material or 
transparencies in both black & white or 
full colour. Scanners allow high quality 
input of logotypes, lettertypes, line 
drawings and photographs, ready for 
easy incorporation in designs. 




* Mask cutters 

Allow fast and precise cutting 



of paper and film materials. 






f PC entry 

For designs that require typesetting, Aesthedes allows direct 
[text input through its own keyboard. Alternatively, existing 
text files can be loaded into the design from a PC. through 
our APD. Business graphics from computers such as 
the IBM PC. or designs made on an Apple II PC. 
(Adobe Illustrator) can also be downloaded, 
providing a useful additional source of input. 



* Film recorders 

s c^n be transformed 
or black & white, high 
^Transparencies in a range of 
dimensions: ©mm, 6x6 cm, 
>r 18x24 cm. 




LASER PLOTTERS 



* Cursor controller 

A precision cursor control device for 
the operator. All functions - from line 
drawing to airbrushing - can be 
conveniently and comfortably 
handled with this device. 





* Pen plotters 

Using a plotter, highly 
accurate line drawings 
of artwork quality can 
be reproduced on paper 
or film. 

FILMS 




ELECTRONIC PAGE 
COMPOSITION 





* Aesthedes to Aesthedes 

Ideal for design groups with Aesthedes 
systems located in different pails of a 
building, country or the world. Images 
can be exchanged between offices on 
floppy discs, on-line or via a MODEM 
coupled to the local telephone network. 








* Aesthedes 
Peripheral Driver 

With the API), high 
volumes of Aesthedes 
images can be quickly 

and conveniently 
prepared for unattended 
24 hour output to 
electronic page 
Composition systems or 
any other peripheral 
device. In addition, output 
can be sent to laser or 
photo plotters, providing 
a direct on-line interface 
for high resolution raster 
film or paper output. 
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BELGIUM 



AESTHEDES N.V. 
Lammerdries 15 
2440 GEEL, Belgium 
Tel. 32.14/21.07.04 
Tlx. 35460 
Fax. 32.14/21.69.44 

U.K. 



AESTHEDES LTD. 

58-59 Great Marlborough street 

London W1V 1DD.U.K. 

Tel. 44/1.637.0231 

Tlx. 2660% 

Fax. 44/1.439.7140 

HOLLAND 



CLAESSENS DESIGN SYSTEMS BV 

Van Hengellaan 10 



1217 AS Hilversum, 
Tel. 31/35.10.551 
Tlx. 43071 
Fax. 31/35.17.162 

WEST GERMANY 



Nederland 



AESTHEDES GmbH 

Theodor-Heuss-Ring 19-21 

5000Kolnl,BRD 

Tel. 49/221.771.0924 

Tlx. 8881421 

Fax. 49/221.771.0931 

FRANCE 



AESTHEDES FRANCE S.A.R.L. 

105/107, Rue Marcel Daussault 
92100 Boulogne Billancourt, France 
Tel. 33/1.46210505 
Fax. 33/1.46216516 



SWITZERLAND 



TEPACA S.A. 

21-23 Rue duClos 

1207 Geneve, Switzerland 

Tel. 41/22.35.73.77 

Tlx. 413281 

Fax. 41/22.86.00.41 

SWEDEN 



AESTHEDES SCANDINAVIA 

c/o Martins son Elektronik AB 

S-Instrumentvagen 16, Box 9060 

12609 Hagersten, Sweden 

Tel. 46/8.744.03.00 

Tlx. 13077 

Fax. 46/8.744.34.03 

SPAIN 



STORK SCREENS DE ESPANA 

Poligono Industrial 

Massanet de la Selva/Gerona, Spain 

Tel. 34/72.858154 

Tlx. 57259 

Fax. 34/72.858818 



U.S.A. 



AESTHEDES INC. 

Del Amo Financial Center 
21515 Hawthorne Boulevard 
Torrance, CA 90503, U.S.A. 
Tel. 1-213.5405.451 
Fax 1-213.3162.784 

U.S.A. 



AESTHEDES INC. 

(Midwest Regional Office) 
203 N. La Salle 2240 
Chicago, 111. 60601 U.S.A. 
Tel. 1-312.368.1276 
Fax. 1-312.368.9411 

U.S.A. 



AESTHEDES INC. 

(Eastern Regional Office) 

330 E, 48 St. 

Suite 1A 

New York-, NY 10017, U.S.A. 

Tel. 1-212.371.1444 

Fax 1-212-371.3935 



